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\ LINER FOUNDATION MATERIAL
STANDARD LOW FLOW LINER STANDARD TEMPLATE
EXPANSION JOINT: FOR LINER FOUNDATION
NO SCALE 3’ OR LESS
FLOW LINER\
NOTE:
1" PREFORMED EXPANSION JOINT SEALED WITH 1" OF JOINT FILLING MATERIAL REQUIREMENTS FOR LINER AND FOUNDATION
FILLER (HOT POURED TYPE) SHALL BE INSTALLED @ INTERVALS OF
80’ MAX.( ) (QUANTITIESAIN. FT.)
CONTRACTION JOINT SPACING SHALL BE 10’ MAX. ALL CONCRETE P SIZE A CONC. (CU. YDS)) FOUNDATION (CU.YDS))
SHALL BE L3500. / (6" THICK)
2 _— 10 09
ALL WELDED STEEL WIRE FABRIC SHALL CONFORM TO AS.TM. ESEQ;DZ?I\(I)W\II—T -
DESIGNATION A-185. : g - " T
CHAMFER ALL EXPOSED EDGES 12", 3 - 12 M
SECTION B-B
35 2 125 12
4 2 13 13
45 2 14 14
5 2 15 15
OPTIMUM SLOPE 55 3 16 16
6 3 A7 17
3", 9" NOMINAL LINER WIDTH
(SEE PLAN) 6.5' 3 18 18
7 3 19 185
75 4 20 19
8 4 21 20
85 4 22 21
o 4 23 22
9.5 4 24 23
10 4 245 24

‘ LINER FOUNDATION MATERIAL

STANDARD LOW FLOW LINER
3.5" OR GREATER
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